September 29, 195k

INSTALLING LIGHTING EQUIFPMENT ON KRM AND KHRM
MOTORCYCLE WITH MAGNETO EQUIPPED ENGINE
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Notes:

K Moore GENERA TOR 1. Regulator is same type as used on

K model but voltage setting is
different. Setting should be be-
tween 6.3 and 6.5 volts when regu-
lator is hot. This is important

) as higher sefting may cause lamp
burnouts.
STOPLIGHT Sk ITCH 2. Minimum lighting should consist. of

sealed beam headlight and standard
3 c.p. tail light. Two spotlights
may be used in place of headlight.

ST0R-LI1GHT WIRE 3. Lights must be turned on and off

only by switch in series with

_ generator field circuit, as shown.

TAaiL-LiGHT WiRs. Do not place switch in lamp circuiz
as this would produce an open cir-
cuit condition which would damage

E“% generator when lights are turned off,
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Harley-Davidson, Inc. has given us permission to provide this
document on our website for the sole purpose of helping us restore
our motorcycles.

Harley-Davidson, Inc. retains copyright over these materials, and
NO reproduction or other use of these materials is permitted
without prior authorization from Harley-Davidson, Inc.

The Old Sportster and K-model Research Group (OSKRG)

is a group of individuals who have spent years researching the
minute differences in the parts, fit, finish, and configuration of the
Harley-Davidson 1952-1956 K-Models, and (early) 1957-1969
Sportster models.

The results of our research is published on our website
www.harleyKmodel.com
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